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Release description TDcH SW 2.3.0 
TDcH Compact Headend 

 
Release date: 2022-02-18 

 
 

New Features release 2.3.0 since last release 2.2.0: 
 
• IPTV-out: 

 
UDP/RTP Multicast out feature added incl. Service Discovery via M3U and XSPF 
 
The TDcH IP-out functionality 
is license based and a 
activation license is needed. 
The license activates the IP-
out functionality and is not 
based on service quantity. 
The maximum services which 
can be supported at one 
TDcH is 100 IP-out services 
(TV and Radio) or maximum 
output bandwidth of 850 
Mbit. 
 
All TDcH headends can be upgraded with the new software version. There are no configuration 
changes so all headends in the field can be updated without a need to do a reconfiguration. 

 

 
Supported Functionalities at IP-out services 

• LCN (Logical Channel Numbering) 
• SID and TSID management  

• To handle changes if required 
• PID management 

• To handle PID conflicts 
• PID filtering to reduce audio channels from a TV service 
• Distribute TV services multiple times with different languages  

• Real time output load measurement 
 

Supported Service Discovery protocols 
• M3U 
• M3Ue 
• M3Uepp 
• XSPF 
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The format „M3Uepp” was added to support a fast installation of Panasonic IPTV 
televisions. With the IP-out service lists end devices get automatically the new service list. If 
a service change the end device (as a sample TV) get a new channel list with the changes. 

• Now re-tune of TV necessary! 
• Saves money and time 
• Not necessary to enter the hotel room! 

 

EPG for IP out services 

EPG data for the IP out services are available as:  
a) EIT for current service inside the SPTS streamed via UDP/RTP multicast direct to the 

TV set  
b) Samsung EPG XML for Samsung SINC or REACH server 

 
 
• IP address configuration for port 2 and SFP port 

 
• GUI shows the MAC address for the SFP and ethernet ports 

 
 

Solved Issues and changes in release 2.3.0 since last release 2.2.0: 
 

• Output bitrate measurement corrected 
•  
• Missing SDT after reconfiguration corrected 

•  
• Possible now to have services with the same name in the LCN GUI 

 
 

Known issues: 
 
• None 

 
 

Not implemented: 
 
• Input LED and output LED are off. The status function for these LED is not implemented yet. 

 
• Service Discovery and EPG data is not available at the SFP port. Use the other ports to get this 

information. This feature will be available when IP-in is implemented. 
 

• LED indication for fiber SFP 


